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SPECIFICATIONS:
Panel coverage - 36” 

Use for wall or interior use only 

Available Gauges - 29 ga. and 26 ga.

Painted Product carries up to a 45-year

warranty using MAXX Shield 45 Paint

System

Protection Formula

TESTING:
- UL 790, Class A Fire Resistance Rating
- UL 2218, Class 4 Impact Resistance
- UL 580, Class 90 Wind Uplift Rating

PANEL INFORMATION:
- Panel has a 36” coverage, with 1/4” high ribs 4” on center.
- Panel can be used over open framing, or solid substrate.

1/4"

Copyright     2025, Dakota Steel and Trim, Inc., All Rights Reserved


	LOW RIB
	SPECIFICATIONS:
	Panel coverage - 36”
	Use for wall or interior use only
	Available Gauges - 29 ga. and 26 ga.
	Painted Product carries up to a 45-year warranty using MAXX Shield 45 Paint System
	Protection Formula
	PANEL INFORMATION: - Panel has a 36” coverage, with 1/4” high ribs 4” on center. - Panel can be used over open framing, or solid substrate.
	TESTING: - UL 790, Class A Fire Resistance Rating - UL 2218, Class 4 Impact Resistance - UL 580, Class 90 Wind Uplift Rating

	Base Coat
	Scan The QR Code For Colors


